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Test Tanks 
 
 
Vertical, pressurized, H2S service test tank "Labin" 

 
Manufacturer 
Flopetrol – Schlumberger 
 
Max. working pressure 
3,5 bar  /  50 psi 
 
Vessel dimensions 
1,90 m  x  3,98 m  /  74“ x 156“ 
 
Vessel volume 
12,69 m3 /  80 bbl 
 
Overall dimensions 
2,4 m  (L) x 2,4 m (W) x 6 m (H); Weight = 6,1 t 
 
 
Horizontal, pressurized, H2S service test tank 
"BS&B-2" 

 
Manufacturer 
Black, Sivalls and Bryson 
 
Max. working pressure 
4,2 bar  /  61 psi 
 
Vessel dimensions 
1,80 m  x  6,57 m  /  70“ x 259“ 
 
Vessel volume 
17,50 m3 /  107 bbl 
 
Equiped with two transfer pumps 
capacity 381 m3/d per pump 
max. outlet pressure: 17,9 bar  /  620 psi 
 
Overall dimensions 
5,5 m  (L) x 2,8 m (W) x 3,6 m (H); Weight = 9,0 t 
 
 
 
 
 
 
 
 
 

 
 
 
 
Horizontal, pressurized, H2S service test tank 
"Kimco" 

 
Manufacturer 
Kimco 
 
Max. working pressure 
3,5 bar  /  50 psi 
 
Vessel volume 
16,0 m3 /  100 bbl 
 
Overall dimensions 
6,6 m  (L) x 2,5 m (W) x 3,3 m (H); Weight = 5,5 t 
 
 
 
 
 
Horizontal, atmospheric, H2S service test tank 
"Panon" 

 
Manufacturer 
Flopetrol – Schlumberger 
 
Atmospheric test tank 
 
Vessel volume 
2 x 3,5 m3 /  2 x 22 bbl 
 
Overall dimensions 
5,1 m  (L) x 2,2 m (W) x 2,4 m (H); Weight = 4,5 t 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


